
San Joaquin Valley Unified
Air Pollution Control District

PERMIT UNIT:  C-847-1-1 EXPIRATION DATE:  11/30/2000
EQUIPMENT DESCRIPTION:
210 TOTAL HP SHOTBLAST BUILDING, 23' X 20' X 63', WITH AUGER, BUCKET
ELEVATOR, SCREEN SEPERATOR, SHOTBLAST HOPPER AND QUINCY QSL-740-
AC AIR COMPRESSOR SERVED BY A COLEMAN BAGHOUSE.

Permit Unit Requirements

1.  Shotblast doors shall be closed tightly during operation. [92500 CCR]

2.  All abrasive blasting must be conducted within a permanent building unless steel or iron shot/grit is
used exclusively, the item to be blasted exceeds 8 feet in any dimension, or the item being blasted is
situated in its permanent location. [92500 CCR]

3.  Abrasive blasting conducted outside a permanent building must use exclusively: wet abrasive blasting,
hydroblasting, vacuum blasting, or abrasives certified by CARB for outdoor blasting. [92500 CCR]

4.  Visible emissions from the abrasive blasting operation shall be less than 40% opacity when conducted
outside a permanent building. [92000 CCR]

5.  Visible emissions from the abrasive blasting operation shall be less than 20% opacity when conducted
inside a permanent building. [92000 CCR; District rule 4101] Federally Enforceable Through Title V
Permit

6.  All abrasive blasting shall be conducted in accordance with California Code of Regulations Title 17,
Subchapter 6, sections 92000 through 92540. [92000 CCR ]


